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MAX TORQUE 
SETTING = 
8.5Nm OR 
6.3 Ft/Pounds

100mm

K
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MAX TORQUE 
SETTING = 
8.5Nm OR 
6.3 Ft/Pounds



AB

DO NOT apply below 15  ° C.
Apply pressure to part. Adhesive is pressure activated.
Allow 3hrs minimum to cure before installling lid

Vehicle cab

 equal distance on both sides

ABB

OPTIONAL
100%

SIKA FLEX
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AA

J

V

4X

4X

2X

E 2X

MAX TORQUE 
SETTING = 
8.5Nm OR 
6.3 Ft/Pounds

C

A 1X

Π

Θ

-See Table

-See Table

Vehicle Model Π Θ 
 mm mm 

Jeep Gladiator DC 2020+  12  12  
   
   



MAX TORQUE 
SETTING = 
8.5Nm OR 
6.3 Ft/Pounds I
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P
R

2X

Rear

4X
4X

4X

Front

A P

AC

Q

4X

4X

4X

2X

R

Z 2X

Y1 Y2

Y3

P
MAX TORQUE 
SETTING = 
8.5Nm OR 
6.3 Ft/Pounds

X

MAX TORQUE SETTING = 
8.5Nm OR 6.3 Ft/Pounds

Q R

Y1

Y2
Y3

RMAX TORQUE 
SETTING = 
8.5Nm OR 
6.3 Ft/Pounds

P Q

W

2X 2X 2X

LEFT RIGHT

2X 2X
2X
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MAX TORQUE SETTING = 8.5Nm OR 6.3 Ft/Pounds

Adjust latch bracket, latch 
height and pin location to 
align pin with centre of 
latch. Adjust cable tension 
to achieve correct latching.
IMPORTANT! : Ensure seal 
contacts vehicle in all areas

XInsure hinge is not 
twisted.
Adjust connection 
to lid if nessessary.

KIT1200RLBF

D

Slide lid mounting bracket 
as far forward as posible 
onto the locator.

2X
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Info@upstone.fr  

-NEVER allow people or animals under the closed cover
-Do not place unsealed solvents or chemicals under the cover
-Do not stand or place heavy objects on the cover
-Do not open lid when under load.
-Close the cover before operating the vehicle
-Do not allow oil, solvents or chemicals to contact the cover
-Clean only with a mild detergent and water solution

CAUTION!

After installation carefully and thoroughly clean all debris from the inside of the cargo box.
Retain these instructions for future reference
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MAX TORQUE 
SETTING = 
8.5Nm OR 
6.3 Ft/Pounds


