
INSTALLATION INSTRUCTIONS EVOS 1000 - EVOS 1050 ISUZU DMAX 2020+ / CREW CAB ET SPACE CAB 
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Note 1: If al any stage of installation you find your sportlid to be an 
unacceptable frt please contact the manufacturer before continuing. 

Note 2: If required. use Linder Rail Bed Liner only. NOT FOR USE 
WITH OVER RAIL BED LINER! 

Tools Reguired: 

�5mm 
Hex Key 
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Remove ladder rack 

Place front of side mounting 
brackets back from inside 
corners of the cargo box - See 
table for measurement 

Follow guide 
lines to trim 
liner in front 
corners. 

Fitting Kit Number Product 

KIT1000-1050RLBF Upstone Lid 

Note 2: If required, use Proform 
Under Rail Bed Liner only. Not 
for use with Over Rail Bed Liner. 
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Vehicle Madel 

lsuzu D-Max Double & Extra Cab 2020+ ATFS, ATFR 
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SETTING = 

8.5Nm OR 
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Adjust latch bracket, latch 
height and pin location to 

align pin with centre of 
latch. Adjust cable tension 

to achieve correct latching. 

IMPORTANT! : Ensure seal 
contacts vehicle in all areas 
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lnsure hinge is not 
twisted. 
Adjust connection 

to lid if nessessary. 
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Ensure even spacing between lid & vehicle 
along the sides and back corners. 
Mounting brackets can be adjusted. 

After installation carefully and thoroughly clean all debris from the inside of the cargo box. 
Retain these instructions for future reference 

CAUTION! 
NEVER allow people or animais under the closed cover 

Do not place unsealed solvents or chemicals under the cover 

Do not stand or place heavy abjects on the cover 

Do not open lid when under load. 

Close the cover before operating the vehicle 

Do not allow oil, solvents or chemicals to contact the cover 

Clean only with a mild detergent and water solution 
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